~< SERVICE ENTRANCE | conDuIT WIRE
—— POWER POLE SIZE (AMPS) SIZE SIZE
200 2 1/2" #4/0
400 3 350 kemil
~___SERVICE CONDUCTORS
—
-
1 WEATHERHEAD
AT PROVIDED BY REU
T EXTERIOR WALL
—— CONDUIT ON POLE PROVIDED BY REU
T 23
1 SOCKET AND METER
[ _J——CONDUIT CLAMP =z é
PROVIDED BY REU ==
+ olb SCH 80 PVC
oo
AAAARS
36" MIN. ——
RADIUS
||
SCH. 40 PVC
I— CONDUIT IN DITCH PROVIDED BY CUSTOMER 4‘
NOTES:
1. CONDUIT BELOW GRADE SHALL BE SCH 40 PVC UNLESS PRIOR
APPROVAL OBTAINED FROM REU.
2. METER TO BE SPOTTED ON STRUCTURE BY REU.
3. CUSTOMER TO SUPPLY ALL TRENCHING, BACKFILL, AND CONDUIT IN
DITCH INSTALL PULL STRING IN ALL CONDUIT.
4. REU WILL PROVIDE WEATHER HEAD, STRAPS, AND CONDUIT FOR
RUNNING UP POLE.
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